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Abstract—The behavior of the air-water vapor-desiccant system is of central interest for modeling rotary
heat and mass exchangers in desiccant cooling systems. Lithium chloride is commonly used as desiccant
in commercial systems, primarily because of the low humidities that can be obtained. This paper provides
relationships to describe the sorption equilibria of the air-water vapor-LiCl system. Rotary heat and mass
exchangers are described by two conservation laws and two transfer equations. They form a system of two-
coupled non-linear hyperbolic partial differential equations and two ordinary differential equations. Since
the isotherms and isopiestics of LiCl exhibit discontinuities, conventional numerical methods that solve
this system cannot be used. A modified method based on the finite difference model by Maclaine-cross (A
theory of combined heat and mass transfer in regenerators, Ph.D. Thesis, Monash University (1979)) is
presenied. This method predicts the outlet conditions of the air streams and determines temperature and
moisture content profiles of the matrix. A description of the complex physical behavior of rotary dehumidi-
fiers using LiCl is presented.
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INTRODUCTION

THis pApER investigates the thermodynamic charac-

teristics of lithium chloride (LiCl) as a sorptive agent
for water vapor. In a system of LiCl and water vapor.
both physical absorption and chemisorption (forming
of hydrates) are involved. Lithium chloride can sorb
water vapor as a solid (anhydrous salt or mono-
hydrate crystals) or as a liquid after the sorbed water
has dissolved the solid into an aqueous solution. called
a deliquescent desiccant. ‘

Lithium chloride is a hygroscopic sait with high
moisture capacity, casy regenerability and high chemi-
cal stability. It is thé most widely used desiccant in
commercial rotary dehumidifiers because of its out-
standing ability to achieve very low humidities even
at high moisture content. The high moisture capacity
of LiCl (relative to micro-porous adsorbents such as
silica gel or molecular sieves) is an asset which is
limited only if the LiCl liquifies and drips off the
supporter when the dilution becomes too high.

In commercial rotary dehumidifiers. LiCl salt is
impregnated on a supporter which provides an
extended surface through which the LiCl crystals may
be finely dispersed. The supporter also helps hold the
LiCl solution up to a certain degree of dilution. The
LiCl impregnated supporter is referred to as the
‘matrix’, while the air carrying the water vapor is
referred to as the *fluid’. In rotary dehumidifiers, the
sorbent matrix is mounted in a frame in the form of

-a wheel that rotates in a housing. The air streams arc

separated by seals and flow counter to each other in
the axial direction.

MODEL FORMULATION

Figurc 1 shows a schematic diagram of a rotary
heat and mass exchanger (RHMX). The sorbent
material, i.c. the LiCl impregnated on its supporter.
is arranged in a rotating cylindrical wheel of depth L. -
The two counterflow air streams that pass through
the wheel are physically separated and flow in the
axial direction through parallel passages. The cool
and moist process stream corresponds o period j = 1
while the hot regenerating stream corresponds to
period j=2. The coordinate system is defined as
shown in Fig. 1. For each period. the axial coordi-
nate - is defined to be positive in the flow direction.
Therefore. its direction is reversed at the beginning of
each period. The circumferential coordinate © can be
regarded either as an angular position or time since
the rotation speed is constant. © is set to zero at
the beginning of each period. The RHMX may be
asymmetric, i.e. the duration of the two periods O,
may differ: their sum gives the time of one complete
rotation. The RHMX may be unbalanced with differ-
ent air flow rates for the process and regeneration
streams. i : '

The mathematical model for the performance is
based on a set of standard assumptions {1, 2J.

(1) Energy and water transport between matrix and
fluid can be described by overall (or lumped) transfer
coefficients. There is no transfer flux coupling through
thermal diffusion or Dufor effects.

(2) The transfer coefficients remain constant
throughout the exchanger; the matrix geometry is
uniform.
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A; exchange area of the matrix in period j

[m?]

specific heat of wet fluid

[ K-'(kgdryair)~ "]

Con specific heat of the wet matrix

[J K=" (kg dry sorbent)~']
characteristic potential for

equilibrium between fluid and matrix

h, heat of sorption {J (kg water)~ ]

¢

-

F'QF:

h,  overall heat transfer coefficient for period
JWm-K-]

h.,  overall mass transfer coefficient for
period j [(kg water) m=?s~']

h.,  enthalpy of water vapor [J (kg water)~ ')

I enthalpy of the matrix [J (kg dry
sorbent)™ '] '

i enthalpy of the air [J (kg dry air) ']

Le,  Lewis number of period j, h, /eh,,

", dry air mass flow rate of period j
[(kgdry air) s~ '] _

NTU,,; number of transfer units for mass
transfer

Iy 1, temperature of fluid and matrix [*C]

NOMENCLATURE

W water content of matrix
fkg (kg dry sorbent) ']
water content of pure monohydrate
(kg (kg dry sorbent)~']
w humidity ratio of air
[(kg water) (kg dry air) ']

nH

mono

Wi humidity ratio of fluid in equilibrium
. with matrix [kg (kg dry air) ']
Aw,,  difference in equilibrium humidity

ratio on either side of a
discontinuity

X dimensionless distance. =, L

= coordinate in axial direction {m].

Greek symbols

ratio of dry matrix mass flow rate to fluid
flow rate

dimensionless time, NTU, ,t/T;

time or circumferential coordinate [s]
duration of period j [s]

dimensionless axial position, NTU,, ,x
dimensionless time, ©/0,.

Ny |

R NCRoRE

FiG. 1. Schematic diagram of the RHMX showing the co-
ordinate system.

(3) Heat conduction and water diffusion in the
‘matrix and fluid are negligible in the angular and axial
directions.

(4) Heat and mass capacity in the fluid is negligible
compared to the capacity in the matrix. -

" (5) The inlet streams are well mixed; their tem-
perature and humidity are constant and uniform when
they enter the RHMX.

(6) The RHMX operates adiabatically overall.
Fluid and matrix properties do not vary with the
radius of the wheel. SRR .

(7) The pressure drop along the flow length is neg-
ligible ; the fluid flows with constant velocity.

(8) There is no mixing or carry over between the
two fluid streams. :

The first assumption allows the use of a simple
transfer rate equation with a linear driving force
between the matrix and fluid bulk properties. The

lumped transfer coefficients are usually found ﬁy
cxperiment. Convective transfer cocfficients can only

- be used if the solid phase resistance can be neglected.

By dcfining dimensionless coordinatesand the NTU
of heat and mass exchangers

z 0]
hy, Ay
NTU,,; —_r;z,—‘ 2)

and by combining all the parameters into one dimen-
sionless group ‘ o

M,

“the gdveming equations for the RHMX for each ,

period may be written as

oW  ow
rj_a? + .é;c_ =0 (4a)
ar ai
izt =0 )
mp_NTU (" )' (5a)
g~ e '
| gj_c = NTU, [Le, c{tn =1 +hus (= w)]. (5b)

These equations represent a coupled set of two hyper-
bolic wave equations and two first-order equations
for seven unknown fluid and matrix properties as
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functions of distance and time. These properties are
the water content, enthalpy and -temperature of fluid
and matrix and the air humidity in equilibrium with
the matrix. Additional thermodynamic relationships
are nceded to specify the properties. These are the
equilibrium air humidity as a function of matrix tem-
perature and water content

W =f(W1 ’m) (6)

the enthalpy of the matrix as a function of temperature
and water content

I=f(W,1,) @)
and the enthalpy of the fluid
i=f(w,1). 8

Most of these relationships are nonlinear, as evident
in the property data from refs. [1-4]. In addition, the
equilibrium relationship is discontinuous. Within the
temperature range of 19.1-93,5°C, there can exist : (i)
solid crystals of anhydrous LiCl and monohydrate;
(ii) a saturated solution containing monohydrate; or
(iii) dilute solution as seen in the phase diagram for
the LiCl-water system shown in Fig. 2. Above 93.5°C,
monohydrate crystals arc unstable and the saturated
solution contains anhydrous salt. Figure 3 shows the
step-like shape of the isotherms and its dependence
on temperature.
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F16. 3. Lithium chioride isotherms : data from ref. [9].
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The boundary conditions for the system are
w(x = O) = Wjin (93.)
i(x = 0) = Ij,. (9b)

The initial conditions for the matrix properties are
periodic and therefore unknown. The reversal con-
dition at the boundary where the matrix leaves the
regenerating period 2 and enters the process period 1
is

W, =0)=Wt,=1) (10a)
Ity =0)=I{r;=1) (10b)
and at the transition from period 1 to period 2
Wiy, =0 =W, =1) (11a)
I, =0 =1It,=1) (11b)

where subscript 7 indicates the current period.

The conservation laws (4) and transfer equations
(5) togéther with the thermodynamic relationships
(6)~(8) and the boundary and periodic initial con-
ditions (9)-(11) form a complete set of algebraic and
differential equations that determines the behavior of .
the RHMX. This model can also be applied to fixed
beds that are periodically processed and regenerated.

A numerical model which solves the governing
differential cquations of the rotary heat and mass
exchanger was developed by Maclaine-cross [5] for
sorbents with continuous isotherms. In this work,
this model was modificd to accommodate desiccants
with discontinuous isotherms. This resulting model -
described in this paper does not rely on the validity
of the analogy between heat and mass transfer nor
does it require the assumption of equilibrium between
the matrix and the fluid as originally modeled by
Maclaine-cross and Banks {3]. The heat/mass transfer
analogy assumption. which is appropriate for some
sorbents, is invalid for desiccants such as LiCl which
have discontinuities in the isotherm.

In developing the mathematical solution. new
non-dimensional variables for position and time are
introduced

E=NTU,,x
{=NTU,, 7T,

(12a)
(12b)

Substituting these dimensionless variables into the
governing heat and mass conservation (4) and mech-
anism (5) equations and using the chain rule to replace
enthalpies with temperatures as the dependent vari-

 ables results in the following set of equations:

LA (132)
a. - &g
8 61, ol oW a1 . dw
P o 2 1
o Taw ar TogE Thegg =0 (130)
ow
o = —w 1
Y Wiy — W (13c)
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;;’ = Le(t, —1). (13d)

Transforming the dependent variables from enthalp-
ies to temperatures simplifics the analysis. However.
this transformation causes a major limitation of this
model. Cast in terms of temperaturcs. rather than
cnthalpies it is no longer possible to account for the
latent heat due to the phase change from anhydrous
LiCl and water to monohydrate at 93.5' C. This latent
heat is independent of any sorption or desorption
process. Hence the matrix enthalpy changes dis-
continuously with temperature and the derivative
(C1.¢ty)y becomes infinite. For this reason. the [ol-
lowing model can only simulate the performance of
the RHMX with hydrates of LiCl in the temperature
range of 19.1-93.5°C. If LiCl remains in dilute
solution. the model is applicable for all temperatures.

In the numerical solution to equations (13), the
matrix is discretized in time and space using a stag-
gered mesh shown in Fig. 4. The matrix and fluid
dependent variables are evaluated at different nodes
in the mesh. Euch grid element is regarded as a cross
flow exchanger. The equations are applied for the
center of the grid element (represented with a tilde (7))
to produce second-order accuracy for the solution

scheme. The resulting finite difference equations can

be written in matrix form as

. l ! -
Az 0 0 0
: 1 1

a ' x
1
0 A 0 0
& he L@
LA AZ &1, AL W AL

fricak—lrif Le[t, —t )i
Wi g =Wig 0

x lniket1 = lmik = [“’m -—M-’f];_/; : (14)
Wikar— Wi A 0

The differences [t, —¢;x and [w, —w];r must be
known at the center of the element. To keep the
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FiG. 4. Staggered mesh used in the analysis.
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second-order accuracy, the arithmetic mean is used to
provide an estimate

(= tdik = Waminar Flmin) = Mlerw 1o+ tei)
(15a)
[ = '?]‘].’4’ = YW ike 1+ Wmis)
_s(“.fl-rl.(-*-“.fl.[)' (le)

These equations are implicit. The term. wy e, . 1S
climinated by using a Taylor expansion for W, |

cw
(’m o (Im;.k+ 1= Imis)

cH
+[f_—:] (Wike 1 =Wmix) (16)

ey

Hya = ”u‘l‘[

Eliminating wy, ;.. the resulting explicit matrix
equation can be written

Ltivrk=1leis

Wip i 0= Wig

Imiset = Imix

Wiy 1= Wi

- 1 L(’ Le 9 -1
aTT o 2 0
| |
' ® © =
11 1w, H dwy |

o mT2 —2[—-] '[“‘w]

¢ he or v . ar

AZ A ar,, AL WAL -

Leftnin—tra] |

0
x | . aun

Wik — Wrik

0

This Taylor expansion for Wi, ,, however, is not
feasible at a discontinuity where a phase change
occurs since the derivatives aw,,,/a: and owjow,,
become infinite.

As the humidity changes | pass through the bed, there
are discontinuities in the isotherm which result in

-‘jumps’ in equilibrium matrix water content with dis-

tance. To account for the discontinuities, wq ;£ is
evaluated as the mean of w,;; and Wpixs., Where
Wnik. is known to be after the jump and can be
approximated by wyici) = WairtAwn(t,). The
sign depends on the period (process +, regenerating
period —). The change in w, from position k to
k+1 due to changes in tempcrature xs neglected

[“, = ‘vrllf = "'m ik :t IAwm
- Wruz(wu+ w=Wrg). (18)

The resulting system of equations is much simpler
than the original equations for the continuous system

e e e

e
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TRV (374
Wis 16— Wik

bniksr = Imik

Wikir— Wi
r 1 Le Le 1-1
KE + 5 0 -3 0
| 1
1 1
4 0
0 x*3
e hw 81 @1
L A& A Al awar)

Left iy —trix]
0
x . (19

Won 7k = Wrik T 2AW,

0

The boundaries of the humidity interval for the
jump at W, are the equilibrium humidity of the

system of anhydrous LiCl and monohydrate w,, and

the equilibrium humidity of the saturated solution
w... The boundaries of the humidity interval of the
jump at zero water content are zero and w,,. Il the
humidity of the air lics within one of these intervals
and the matrix has reached the corresponding water
content (zero or W...), water vapor can neither be
sorbed nor desorbed. An increment in sorbed water
will cause the cquilibrium humidity to jump so that it
is higher than the air humidity and thereby reverscs
the driving force. If an arbitrarily small amount of
water is desorbed, the equilibrium humidity will cor-
respondingly jump below the air humidity and reverse
the driving force again. Sorption or desorption pro-
cesses come to a halt. Thus there is heat exchange
only. In this case, the humidity of the fluid and the
water content of the matrix do not change and the
mass conservation and transfer rate equations are
satisfied identically and drop out of the system of
equations (19). The simplified set of equations for
heat exchange only is

I' Le - Le .

E 3
! A" : - liwii=lrig
{l ﬂ. _(..I__ ! Imikar —Imix

ity AS
_4 Le(te s —1r:x) | 5
= [ 0 ] (20)

LY

The algorithm thus has to distinguish four cases:

Casc 1. The matrix water content is not near a
discontinuity. The conventional numerical equations
t17) are used. To calculate the outlet temperatures
and moisture contents appearing on the left-hand side
of cquation (17) with second-order accuracy, all of
the state property functions on the right-hand side

must be evaluated as functions of t,,, W, ¢, and w at
the center of the grid element (7, £). Since these values
are not known, the values for the inlet temperature
and moisture content are used first. Then the outlet
temperatures and moisture contents are computed
and the mean of the inlet and outlet values is used as
a second approximation to evaluate the state property
functions.

Case II. The sorption (or desorption) process
reaches the discontinuity. The air humidity is higher
than the upper equilibrium humidity of the dis-
continuity (or below the lower equilibrium humidity)
so the dchumidification process (regeneration) can
proceed and cross the discontinuity. To find out when

‘the algorithm has reached the grid element where the

jump occurs, the outlet temperatures and moisture
contents are evaluated as in Case [ and then checked
to determine if the matrix water content has changed
into the new state. In that case the algorithm switches
over to the new set of finite difference equations (19)
and the temperatures and moisture contents are re-
evaluated.

Case III. The sorption (or desorption) process
reaches the discontinuity and stagnates there since the
fluid humidity is within the humidity intcrval of the
jump. The water content of the matrix is set equal to

“cither W, .., or zero. The element mass balance is used
to determinc the *outlet’ fluid humidity. Temperatures

arc determined using the results of the convéntional
equations (17). This introduccs a small error which is
acceptable since this casc can at most occur once for
every space loop.

Casec 1V. The matrix water content is at the
discontinuity. The air humidity lies within the jump
interval. There is heat exchangc only and equations
(20) are employed.

The algorithm that was developed moves through
the grid with an inner space loop and an outer time
loop. Within the space loop. the grid element *outlet’
states are computed according to the above four
cases. The algorithm was implemented within the
MOSHMX program. developed by Maclaine-cross
[5]. which contains algorithms to provide an estimate
of the solution at zero grid size by quadratically extra-
polating the results from three progressively smaller
grid sizes. Two values for the time increments are used
corresponding to the two wave fronts that propagate
through the matrix with different speeds. Initially a
small time increment is sclected in order to follow the
fast front. After the front passes. as detected by the
norm of the matrix temperature change of all grid
elements, a larger time step is then used. The entire
algorithm is iterated so that the matrix state at the
beginning of the process period is the same as that at
the end of the regenerating period. Overall mass and
enthalpy balances for the air streams are taken as the
convergence criteria. At the end of the period the
matrix state vectors for water content and tem-
perature are reversed since the axial coordinate is
defined positive in thc air flow direction.

[
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SINGLE BLOW SIMULATION RESULTS

The finite difference method of this paper was used
to calculate the change in temperature and water con-
tent with flow length and time for a specified initial
state of the matrix. The dehumidifier was simulated
in a single blow mode from an initial regenerated state
to complete exhaustion in order to gain an under-
standing of the physical behavior of the dehumidifier.
The parameters chosen for this calculation were
NTU =35and Le = 1.

The inlet conditions of the fluid were chosen to be
Itin = 25°C and w,, = 0.015. The matrix may initially
consist of either a dilute solution of LiCl, a saturated
solution or solid LiCl. i.e. a mixture of anhydrate and
. monohydrate. For this calculation. the initial water
content of the matrix was taken to be W = 0.3. There-
fore. the matrix initially contains both monohydrate
and anhydrate. The initial matrix temperature was
chosen to be t,, = 75°C. The matrix and fluid tem-
peratures and humidity profiles are shown in Figs. 5
and 6.

In the beginning of the dehumidification process,
the high matrix temperature is very quickly cooled
down to 58°C. The relative time is given in terms of
the number of time steps with the numerical time step
of A] = 0.5. This change in temperature results from
a fast wave that propagates through the matrix. The
matrix temperature remains at 58°C where a phase

20

15

10

0.5
Woao =

0.0 T u u T

F16. 5. Matrix water content and temperature profile wave
front corresponding to change from solid to saturated
solution.
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F1G. 6. Fluid properties during change from solid to.saturated
solution.

change from monohydrate to saturated solution
occurs. .

During the next time steps (to 420), the LiCl
changes from the solid statc to saturated solution and
crosses the discontinuity at W,,... As expected, the
moisture content profiles are not differentiable at
Winono 3 the slopes exhibit a sudden change. On the
left-hand side of the jump, the matrix has already
changed its state and now contains a saturated
solution. Hence the rate of the dehumidification pro-
cess is slowed due to the suddenly smaller driving
force. Less water is sorbed and the heat of sorption is
also smaller. .

When the matrix undergoes the phase change, the
temperature suddenly drops again, now to 47°C, where
the latent heat of the mass transfer equals the heat
transfer for the sorption process in the saturated solu-
tion. The locus of points where this phase change
occurs represents another wave front that propagates
through the matrix. This wave front is followed by
another for which the LiCl becomes a dilute solution
and the temperature drops again. The effect of these
wave fronts on the fluid properties is shown in Fig. 6.

The resulting air outlet conditions are shown in Fig.
7. There-is first a fast wave. Then temperature and
humidity remain constant for a short time until the
temperature drops as the first wave front moves
through the matrix. This behavior results in a low
outlet humidity which lasts until the smaller driving
force of the saturated solution reverses this effect and
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fast
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F1G. 7. Air outlet states, wave fronts.

1} 500

the humidity increascs. After this wave front passes,
the humidity and temperature remain constant for a
relatively long time. Finally the temperature drops
and the humidity increases as the sccond wave front
approaches the end of the dehumidifier.

STEADY-STATE SIMULATION RESULTS

Figure 8 shows the profiles of the matrix properties
during the process period as a function of axial posi-
tion with circumferential position 7 as a parameter.
For this simulation. the process air inlet conditions
were taken to be fr;, = 25°C and w;, = 0.015 whilc the
regenerating air was taken to be at f;;, = 75°C with a
humidity of w,, = 0.008. As a result. the regenerating
air is dry and hot enough to obtain anhydrous LiCl.

The bold lines in Fig. 8 with the highest tempera-
ture and with the lowest water content represent the
properties of the matrix leaving the regeneration
period and entering the process period. The two
" corresponding bold lines with the lowest temperature
and the highest water content identify the state of
the matrix leaving the process period and entering
the regeneration period. At all other circumferential
Positions, the matrix states will be between these
limiting lines,

In the process period, the temperature -profiles
quickly shift to lower temperatures due to the last
wave during the first few time steps (thin lines). The
water content changes only slightly (no corresponding
thin lines). The completely anhydrous matrix near
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80

afier process period

Aty =0.125

FiG. 8. Steady state of regenerator profiles during process
period for 'y = I"; = 0.02.

the end of the dehumidifier (x = 0.95-1) immediately
starts to sorb water. Hence, the wave front in the
temperature profile that separates the water-free
matrix with heat exchange only from the mixture of
anhydrate and monohydrate moves immediately out
of the matrix.

After the fast wave has passed (r > 0.1). the tem-
perature profile shifts to the right without changing
its shape significantly. The wave front that represents
the phase change to saturated solution almost reaches
the end of the dehumidifier before it is reflected back
during the regeneration period. .

In the regeneration period. the fast wave first
increases the temperature, before the wave fronts
move slowly back to the left. In this simulation. I” was
taken to be 0.02 which is near the optimum value
where the best dehumidification at the outlet state is
obtained. For larger values of I (lower mass flow rate
or faster rotating wheel). the water content profiles
after processing and regenerating will be closer toge-
ther than in Figs. 8 and 9, while the temperature
profiles will be roughly the same. The transition from
dilute to saturated solution and from saturated solu-
tion to solid will be much steeper. The entire regen-
erator will be similar to three single regenerators in
serics, one containing dilute solution. one saturated
solution and one solid LiCl. The process outlet
humidity will be higher because the fast wave takes
relatively more time out of the entire period and the
initial high temperatures are less favorable to the
dchumidification process.




2710

For smaller values of T (slower rotating wheel or

increased air flow rate). the wave fronts will move -

faster und may move out of the regenerator before
they are reflected back during the regenerating period.
If the wave front where the matrix changes to satu-
rated solution moves out of the regenerator before the
end of the period. the dehumidification process near
the end of the regenerator, where the final outlet
humidity is obtained. will be slowed down or will even
stop. The profiles in Fig. § represent an operation near
the optimum because this wave {ront comes closc but
does not move out of the dehumidifier.

PROCESS DIAGRAMS FOR LiCl

A method of characteristics has often been
emploved to represent the processes in desiceant
dehumidifiers. It is possible to combine the tem-
perature and humidity variables into two charac-
teristic potentials, termed F, und F.. which decouple
the governing equations [I.3.5). These potentials
then describe the equilibrium processes that would
oceur in a dehumidifier with no heat or mass transfer
resistances. Representation of these charucteristic
lines on psychometric coordinates provides insight
into the behavior of the desiccant. The lines represent
the sorption processes for dehumidifiers with finite
heat and mass transfer coeflicients. The churacteristic
potentials arc not directly useful in analysis of
advanced systems such as staged regeneration but they
are uscful in indicating the limits of performance of
. dehumidifiers.

F\. Fy-Charts for LiClin dilute LiCl solution have
been developed by Maclaine-cross [5]. Lines of con-
stant F, arc obtained by integrating the following
expression :

cw
én] ¢ 1. ét 1 & )
&7=“%r7mﬁﬁa“”y
o T TR
* Cu ow
[ o q 12
¢ W
« Con 1 ér I & 1 éi ¢t
cW 2¢W  2h ¢t h, ¢t é¢W
2/’5 s T Py
N ow ow "y

(2n

Integration of equation (21) leads to some difficulties
for LiCl in either the saturated solution or solid state
because the partial derivatives of the matrix properties
may become zero or infinite. The critical term in this
equation is &I¥iéw. Three cases have to be dis-
tinguished : the first case corresponds to finite é W/dw,
the second one corresponds to infinite dW/dw and in
the last case 6H/éw equals zera.

Case [. All derivatives are finite as it is in the case
for the dilute solution. Lines of constant F; can be

J. J. RAu et dl.

obtained by numerically integrating cquation (21)
with a fourth-order Runge-Kutta method.

Cusc I1. The matrix derivatives are infinite. There-
fore. 1/(¢H¢w) is equal to zero and cquation (21)
cun then be written as

G 1w I éf
oty 2Ler T 2 d
1] e 1 ¢ I ¢&if éw
e (O Te] el naifew
+H "_V({z[a],, 3, u} I zz[m}..-)
_l cw 1 ("‘i+( by I cw + 1 &
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(22)

For j= L. [w/f1]y, = —(1/h)(Ci.¢1) which is finite
and negative for i, r values on the discontinuity lines.
However, with an arbitrary small step, these lines can
be crossed and Case 11 is no longer valid, i.c. 1 &w
is no longer infinite. Hence there is no impact of the
discontinuitics on the shape of the lines of constant
F-potential.

For j =2, [¢éw/é1]y, = [éw/ét],y. The discontinuity
lines, i.c. the isostere for the saturated solution and

the isostere for a system of anhydrous LiCl and.

monohydrate, are also lines of constant Fi.

Casc 1. At a phase change, the derivative ¢ W/éw
is equal to zero und the terms containing the inverse
of this derivative become infinite. Therefore, the other
terms in the equation can be neglected and cquation
(21) can be reduced to

fw '

_—] = j= | 23
[ ey :IF, 0 forj (23a)
awl o 2
[ % ]F, x forj=2 (23b)

This simplification results in horizontal lines for F,
and vertical lines for F, on the psychrometric chart.

Figure 9 shows the F-charts of LiCl over a large
temperature and humidity range. The astonishing
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FiG. 9. Trajectories of air outlet states, superimposed on the
LiCl F-chart.
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result is that the discontinuities cannot be seen in these -

charts. However, the fact that the lines of constant /~
potential do not exhibit any discontinuity does not
mean that the F-values do not change significantly.
The step changes of the W(w, 1) function as seen in
Fig. 3 cannot be secn in the lines of constant W.
Thus the w, r-discontinuity lines for W may also be
discontinuity lines for F,.

The physical significance of the F-charts can be
evaluated by plotting trajectories of the air outlet con-
ditions for single blow simulations. Possible initial
matrix states are either a dilute solution of LiCl,
a saturated solution, or solid LiCl consisting of
anhydrate and monohydrate. These initial states
correspond to points in the F-chart that are in the
region of dilute solution, on the solubility line or
on the discontinuity line that separates the regions for
anhydrate and monohydrate as indicated on Fig. 9.

The outlet air in the very beginning will be in equi-
librium with thesc initial points. Hence, all trajectories
start out at these initial points. At the end of the
process. when the matrix is completely exhausted, the
outlet air will be the same as the inlet air. Therefore,
the trajectories all end at the point of the inlet air
state,

For the first case where the matrix initially contains
a dilute solution (point A in Fig. 9). the air outlet
states move very fast down along the F.-line. This
corresponds to the initial fast wave that propagates
through the matrix. Then the slow wave will shift the
outlet states up the F,-linc until they reach the inlet
state when the matrix is exhausted. Hence. the inter-
section point represents the optimum dchumidi-
fication’ that can bc obtained under these initial
matrix and air inlet conditions. The same behavior is
cxhibited by desiccants that do not have dis-
continuous isotherms.

Similar behavior occurs for the matrix initially con-
taining a saturated solution of LiCl. which starts at a
point on the solubility line (point B in Fig. 9). The
outlet states will stagnate at the intersection point
until the wave front that corresponds to the change to
dilute solution approaches the end of the dehumidifier
and effects the outlet states. Finally the slow wave will
move the outlet state up the F;-line.

In the most complicated case where the matrix is at
the equilibrium point of monohydrate and anhydrous
LiCl (point C), the matrix will change from solid
LiCl 1o the saturated solution and then to the dilute
solution. In this case the air outlet states will also stay
constant after the fast wave passed through. but only
for a very short time. Then the medium speed wave
front that corresponds to the change to saturated
solution will first lower the humidity and then increase
it as shown in Fig. 7. As a result. the lowest humidity
air exits the dehumidifier while this wave front is still
propagating through the matrix and not when it
breaks through. This point of the trajectory is highly
Lransitory compared to the air conditions after this
wave front breaks through. At this point, the air outlet
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conditions will stay constant for a long time. They are
close to the solubility line. Finally, with the next wave
front, the air outlet states move up along the F,-linc.

The problem in applying the analogy method: for
this last case is that the point with the lowest humidity
cannot be identified from the F-chart alone. It lies
on the F,-line through the initial matrix state. but it
cannot be shown mathematically that it has the same
F-value. From this analysis it cannot be determined
that this is the intersection point. If the matrix at
the beginning of the process period contains pure
monohydrate or saturated solution, the regenerating

..air will be in the region of monohydrate. In this case.

the intersection point is the intersection of the solu-
bility line and the F,-line through the process air inlet
state. ‘ '

For both inlet states being in the region of dilute
solution, the analogy method can be applied as for
continuous sorbents. If the F,-line of the regenerating
air inlet state hits the solubility limit before inter-
secting with the F,-line of the process air inlet state,
the solubility line will continue the F.-line and the
intersection point of the solubility line and the F,-line
may also be used.

CONCLUSIONS

A model has been developed that simulates a regen-
erative heat and mass exchanger (RHMX) using LiCl
as the desiccant. The results are based on the numeri-
cal- solution to governing heat and mass transfer
relations. Experimental sorption characteristics for
the LiCl-water system have been incorporated into
the model. The numerical analysis used in.the modcl
accommodates discontinuitics in the adsorption iso-

“therm. Experiments on sorption in LiCl beds arc

needed to support the calculated performance results.
* To make use of the ability of LiCl to process very
dry air. the regeneration period must reactivate the

. matrix such that anhydrous LiCl is obtained. Then.

the reactivation temperature must be high enough
such that the temperature dependent “equilibrium
humidity of solid LiCl is higher than the regenerating
air humidity. Temperatures above 93.5°C are practical
since anhydrous LiCl can be obtained directly from
the saturated solution. Such high regenerating tem-
peratures ailow higher regenerating air humidities.

The physical behavior of the RHMX may be
described by an initial fast wave and slower sub-
sequent wave fronts that represent the phase changes
and propagate through the matrix. These wave i ronts
have only a small effect on the water content profiles.
but due to the large changes of the latent heat. they -
have a large effect on the temperature profiles. For
the change from solid LiCl to saturated solution the
water content profiles will exhibit a knee since the
driving force for the mass transfer jumps dis-
continuously.

The fast wave shilts the temperature profiles up or
down at the beginning of cach period. Then the wave
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fronts move the temperature profiles back and forth
during the two periods. while the water content pro-
files are shifled up and down. How far these wave
fronts will move depends on the parameter I',. For
optimum dehumidification, the wave front where the
matrix changes to saturated solution will come closc
to breaking through. The corresponding value for T,
was found 1o be approximately 0.02.

Psychrometric charts with lines of constant F-
potential for LiCl in the solid state. in saturated solu-
tion. and in dilute solution were presented. It was
shown that the discontinuity lines for the equilibrium
water content are also Fa-lines. Trajectories of the
outlet states of single blow simulations were used to
identify possible intersection points. However, for the
cuse where the matrix initially contains solid LiCl
and will change across the discontinuity to saturated
solution. the empirical point of lowest humidity of
the trajectory cannot be found by intersecting the F-
potential lines. As a result, the analogy method can
only be applied for sorption processes on the saturated
and dilute solution.
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CARACTERISTIQUES DU CHLORURE DE LITHIUM DANS LES ECHANGEURS
TOURNANTS DE CHALEUR ET DE MASSE

Résumé—Le comportement du systéme air-vapeur d'eau-dessiccateur est dun grand intérét pour la
madclisation des échangeurs tournants de chaleur ¢t de masse. Le chlorure de lithium est généralement
utilis¢ comme dessiccateur duns les systémes commercialisées 4 cause des faibles humidités que I'on peut,
obtenir. On donne des formules pour décrire I'équilibre de sorbtion du systéme air-vapeur d'eau-LiCl. Les
¢changeurs tournants de chaleur et de masse sont décrits pur deux lois de conservation et deux ¢quations
de transfert. Elles forment un systéme de deux ¢quations aux dérivées partielles hyperboliques non linéaires
et deux équations différentielles. Puisque les isothermes ct les isopicstiques du LiCl montrent des dis-
continuités, les méthodes numériques conventionnelles ne peuvent étre utilisées, On présente une méthode

basée sur le modeéle de différences finies par Maclaine
in regenerators, Ph.D. Thesis, Monash University (1
Fair ct détermine les profils de température et d’hu

comportement physique complexe de

-cross (A theory of combined heat and mass transfer
979)). Cette méthode prédit les conditions de sortie de
midité de la matrice. On présente une description du
s dessiccateurs tournants utilisant LiCl.

EINSATZ VON LITHIUM-CHLORID IN ROTIERENDEN APPARATEN FUR DEN
WARME- UND STOFFAUSTAUSCH

Zusammenfassung— Das Verhalten des Entfeuchtungsmalterials ist bei der Modellierung rotierender Appar-
ate fiir den Wirme- und Stoffaustausch in Kiihlsystemen zur Entfeuchtung von zentraler Bedeutung,
In kommerziellen Systemen wird als Entfeuchtungsmaterial iiblicherweise Lithium-Chlorid eingesetzt,
vorwiegend wegen der erzielbaren niedrigen Feuchtigkeiten. Die vorliegende Arbeit liefert Beziehungen zur
Beschreibung des Sorptionsgleichgewichts des Systeins Luft/Wasserdampf/Lithium-Chlorid. Rotierende
Apparate fiir den Wiirme- und Stoffaustausch werden auf der Grundiage von zwei Erhaltungsgleichungen
und zwei Ubertragungsglcichungen beschricben. Diese bilden ein System mit zwei gekoppelten nichtlinearen
hyperbolischen partiellen Differentialgleichungen und zwei gewdhnlichen Differentialgleichungen. Da die
Linien gleicher Temperatur und gleichen Druckes in LiCl UnregelmiBigkeiten zeigen, kénnen her-
kémmliche numerische Modelle nicht zur Lésung dieses Problems verwendet werden. Es wird ein modi-
fiziertes Verfahren, das auf dem Finite-Differenzen-Modell von Muclaine-cross (A theory of combined
“heat and mass transfer in regenerators, Ph.D. Thesis, Monash University (1979)) basiert, vorgestellt. Mit
dieser Methode kSnnen die Austrittsbedingungen der Luftstrome vorausberechnet sowie Temperatur- und
Feuchtigkeitsprofile der Matrix bestimmt werden. Das komplexe physikalische Verhalten roticrender
Entfeuchter mit LiCl wird beschricben.
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XAPAKTEPUCTUKH XJIOPUJA JIUTUA B POTAHPIOHHBIX TEIUIO- U
MACCOOBMEHHHKAX

Amotauns—IIpH MoneNHpOBAaHHH POTAUMOMHEIX TEMJIO- H MAacCOOOMEHHHKOB B OCYIIAIOMIMX OX:JTaXk-
JAOUWHX CHCTEMaxX OCOObIi HHTEPEC NpPEACTABANIOT XAPAKTEPUCTHKH CHCTEMBbI BO3NYX~BOLSHOM nap—
ocyuuTens. B xauecTse ocyursTens 8 NPOMBINUIEHHbIX CHCTEMax 0BBIMHO ucnons3yeTcs XJIOPHA JIKETHS
npexae Bcero 61aroaaps BOIMOXHOCTH NMOJNyYeHHS HHIKOH BIAXHOCTH. B HacTosweM uccnenosammu
NPUBOIATCA COOTHOLIEHHA, ONWCHIBAalUHE COpOUHOHHOE PAaBHOBECHE CHCTEMBI BO3NYX-BOASHOI nap-
LiCl. Potansosuble Tenno- 1 MacCOOGMEHHHUKH OMHCHLIBAIOTCH NBYMA 3aKOHAMH COXPaHEHHH H ABYMSA
YpaBHEHHAMH nepeHoca, KoTopheie 06pa3yloT cHCTEMY H3 OBYX B32HMOCBSIAHHEIX HEHHEHHBIX runepSo-
JRYECKUX YpaBHEHHH B HACTHBIX NPOH3BOLHLIX M ABYX OGLIKHOBEHHLIX NHO(EPEHIMANLHEIX ypaBHeHHii,
[Mockonbky B M30TEpMax H JHHHAX C OOMHAKOBBIM [ABJICHHEM HACHLILEHHOIO napa LiCl obxapysmn-
BAIOTCA Pa3pbiBbl, OGLIENPHHATHIC METOIBI HENPHUIOAHLI IS PELICHHS HaHHOM CHCTEMBI. Mpenaoxen
MOIHGHUMPOBAHHBIH METOA HA OCHOBE KOHEYHO-PA3HOCTHOR Monend (A theory of combined heat and
mass transfer in regenerators, Ph.D. Thesis, Monash University (1979)). Ykasanusiii weton 1o3Bo1ser
ONPCHENIATE YCAOBHA [UIS NOTOKA BO3AYXA HA BHIXOAE, A TAKXE NPOdHIH TeMnepaTyp u Bjlarocozepaa-
nuit MaTpuubl. [JaeTcs onucaHne CIOXKHOIO H3HYECKOTO NMOBEAECHHSA POTAHHOHHbIX ocyuuTenei, neno-
ap3ytomnx LiCL
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